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	MULTI-FUEL STOVE
	Operating the appliance with the door open can cause excess smoke. The appliance must not be operated with the door left open except as directed in this manual.
	Operation with the air controls or appliance dampers open can cause excess smoke. The appliance must not be operated with air controls, appliance dampers or the door left open except as directed in this manual.
	The appliance should not be used unsupervised and should be extinguished before leaving the
	house or going to bed. Children should be warned of the risks and must not be allowed to
	conduct maintenance, cleaning or refuelling of the appliance. Parts of the appliance, including
	external surfaces of the appliance, will be hot to the touch during use, so care should be taken.
	When using the stove in situations where children, aged and/or infirm persons are present, a fireguard must be used to prevent accidental contact with the stove. The fireguard should be manufactured in accordance with BS 8423:2010+A2:2022.
	IMPORTANT INFORMATION
	When installing the appliance, all local regulations, including those referring to national and European Standards, must be complied with.
	This appliance is not suitable for installation in a shared flue system. The firebox and ashpit cover shall be kept closed except during ignition, refuelling and removal of residue material to prevent fume spillage. It is important to use this applian...
	AIR CONTROLS
	Warning! When in operation, parts of the appliance, especially the external surfaces, will be hot, and due care needs to be taken. For example, Protective gloves should be used while adjusting the fire.  A sufficient air supply for combustion and vent...
	PRIMARY AIR
	Primary air is controlled through the stove's levers. This provides a conventional air draught that passes through the fuel bed. The primary air intake can be adjusted to control the fire in the combustion chamber or closed when using the secondary fo...
	SECONDARY AIR
	This secondary air is controlled through the levers on the stove. You can adjust the lever depending on the amount of air you want to introduce to the top of the fire. The higher the airflow entering the top of the fire, the hotter it will burn.
	TERTIARY AIR
	This stove comes fitted with a draught-controlled tertiary air system. It burns otherwise non-combusted gases to increase heat output, decrease unwanted emissions, and improve efficiency. The Tertiary air supply to the stove is controlled automaticall...
	AIR WASH
	The appliance is fitted with an air wash system, which keeps the heat-resistant glass of the fire door clean. Although the glass will develop some ash over time, this system ensures easy cleaning. The secondary air lever controls this.
	BURNING MINERAL SMOKELESS (SOLID FUEL)
	DO NOT have more than a 30-degree incline of the fuel bed from front to back when you put solid mineral fuels on the fuel bed. The height of loading fuels must not exceed the rear cast iron lining.
	At nominal heat output, the refuelling interval will be approximately every 4 hours. We suggest you refuel in time to get the best possible results. When using solid mineral fuels, we suggest you keep the secondary air control in the closed position s...
	Important! It is very important to empty the ash pan regularly. If the ash is allowed to build upon
	the underside of the grate, burnout or distortion of the grate may be caused.
	BURNING WOOD
	The refuelling intervals at nominal heat output will be approximately every 1.5 hours. You may load wood higher in the stove than solid mineral fuel, but wood or logs must not touch the baffle plate.
	Wood burns most efficiently when the primary air controls are closed, and the secondary control
	is partially open. Moving the secondary control will control the burn rate of the stove. Wood burns best with a layer of ash on the fuel bed, and care should be taken only to remove the surplus residue from the stove.
	We recommend you only use dry, seasoned wood as fuel; the wood should have been cut, split and stacked for at least one year in a circulating air surround to dry out. Otherwise, wet or unseasoned wood will cause tar deposits in the stove, and unsatisf...
	Burning wet or unseasoned wood will create excess smoke emissions and tar deposits in the stove and chimney, which will not produce a satisfactory heat output. Wood fuel purchased from an approved source may still require some drying out to remove sur...
	LIGHTING THE STOVE
	Under the appliance's door, there are two levers. The one on the left is the primary air control lever, and the one on the right is the air-wash/secondary air lever. To open, move the levers to the right, and to close, move them to the left.
	1. Open the door and ensure the secondary/ air-wash control levers are opened fully. It’s the control on the right.
	2. For the first lighting, we recommend using 2 - 3 firelighters along with wood kindling built in a pyramid above the firelighters to obtain a good fire bed. Ignite the firelighters, then close the stove door and allow the firelighters and wood kindl...
	3. Add your fuel of choice and control the stove as advised. Burn small loads initially in your new appliance before using full fires. This will allow paint and fitting cement to cure.
	Flammable liquids must not be used to aid in lighting the appliance.
	CONTROLLING STOVE
	 The Air-wash/secondary air lever (the control to the right) should be left partially open to allow the air-wash system to keep the glass clean.
	 Primary air control lever (The control to the left) - When burning coal, the stove should be mainly controlled using this lever. Increasing the air supply will increase the rate of burning, and reducing the air supply will reduce it.
	 Avoid prolonged periods of slow-burning, which may cause the build-up of creosote in certain fuels. Using a flue temperature gauge can help achieve the optimum temperature for clean combustion.
	GRATE
	There are two options: rotary style and grid style. A rotary-style grate can be operated by dragging a stainless steel rod forward and backwards to de-ash. For grid-style grates, a special hook is supplied for de-ash. It is highly recommended to de-as...
	ASH PAN
	RECOMMENDED FUELS

	1. De-ash the fire bed.
	2. Fully open the left air control and add fuel.
	3. When the new fuel is fully lit, adjust the left air control to allow the desired combustion.
	REFUELING ON A LOW-FIRE BED
	WEATHER CONDITIONS
	OPERATION WITH DOOR LEFT OPEN
	DAMPERS/ CONTROLS LEFT OPEN
	DE-ASHING
	BAFFLE PLATE
	GLASS CLEANING
	DOOR
	PAINTWORK
	FLUE / CHIMNEY CLEANING
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